
BMS Sniper -T350  
   Assembly Instructions

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

STEP 1.  THE COVER SURROUNDING THE CRATED UTV NEEDS TO BE REMOVED.  THIS WILL 

EXPOSE THE CRATED UTV. THE CRATE SHOULD LOOK LIKE THE BELOW PICTURES.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

STEP 2.  TAKE OUT ALL OF THE PARTS INSIDE OF THE UTV.  THE PARTS THAT WILL BE REMOVED 

OUT OF THE CRATE ARE AS FOLLOWS: 

 

A:ROOF, WINDOW, ALL 4 WHEELS/TIRES, 2 SEATS, STEERING WHEEL,  EXHAUST, 2 DOORS. ALL 

BUMPER AND ROLL CAGE. REAR MIRROR. FRONT AND REAR FENDER BRACKET.SAFETY BELT, 

BATTERY. 

 

B:IN A PLASTIC PAG YOU WILL HAVE THE FOLLOWING ITEMS: 4 WHEEL DUST COVER, STEERING 

WHEEL SMALL COVER, WIND MOUNT CLAMP, EXHAUST PIPE WASHER, SPARE BOLTS AND SPARE 

CABLE TIES, MANUL. 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

STEP 3. LAY OUT ALL YOUR PARTS, TAKE OFF ALL THE PLASTIC AND FOAM. 

 

 

 

 

 

 

 

STEP 4. TAKE THE UTV OFF OF THE BOTTOM OF THE CRATE AND PUT IT ON A STAND. THIS IS 

USUALLY BEST DONE WITH A FORKLIFT OR HYDRAULIC LIFT.  



 

STEP 5.Use M10x50 Hexagon bolts to fix Front Shock Absorbers to Chassis, at the 

same time, fix rear wheel cylinder to rear drive shaft bracket, with M8x20 Hexagon 

flange bolt. Dust Caps to Wheels, inflate Tires, Wheels to hub assemblies, at last fix 

wheels with 16 nuts 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



STEP 6. Use 6pcs plastic snaps, fix Front Fender to Hood, at the same time, use 

M6x20 Hexagon flange bolts and M6 nuts, fix Fender to Chassis, High and Low 

beam wires and Fog Light wires are to be fixed 

 

 

 

 
 

 

 

 

 

 

 



 

STEP 7. Use M6x16 inner Hexagon bolts(6pcs), fix Steering Wheel to Steering 

Column, M8x20 Hexagon flange bolts(2pcs), M8 Hexagon flange lock nuts(2pcs), to 

fix Rear Fender to Chassis rear parts 

                                    

Rear fender Bracket 

                 

 

 

 

 

 



STEP 8.Use M6x16 Cross Recessed Pan Head bolts(8pcs), M6 Hexagon flange 

nuts(8pcs), to fix Rear Fender to Cargo Box and Rear Fender Bracket, connect Rear 

Lights wires to Wire Harness, band them to Chassis. Fix Plastic Hooks on Cargo Box, 

with Plastic Screws 

 

 

 

 

 



 

STEP 9. Use M8x16 Hexagon flange bolts(4pcs), to fix Rear Joint Pipe, and Front Joint 

Pipe to Chassis front parts, use M8x60 Hexagon flange bolts(4pcs) and Pipe 

gaskets(8pcs), to Front Joint Pipe with Rear Joint Pipe, useφ 32 clamps(4pcs), 

M8x20 Inner Hexagon flat head bolts(4pcs), M6 Hexagon flange nuts(4pcs), to fix 

Metal Roof(with Heading Lights) on Joint Pipes 

 

 



 

 
 

 

 

 

 



STEP 10. Use M8x20 Hexagon flange bolts, to fix Front Bumper-1 to Chassis, to fix 

Front Bumper-2 with Front Bumper-1, with Bumper Hoops, and M6x25 Hexagon 

flange bolts 

 

 

 



STEP 11. Use M8x20 Hexagon flange bolts, to fix Rear Bumper to Chassis, with M8 

lock nuts, C Pipe one side is fixed with M8x55 Hexagon flange bolts and Pipe 

gaskets, the other side with M8x60 Hexagon flange bolts and Pipe gaskets 

 

 

 
 

 



STEP 12.Fix Mirrors to Mirror Brackets, with M8 Hexagon flange nuts, the fixed 

Mirrors with Half Doors, together to Front Joint Pipe, with M8x65 Hexagon bolts, 

Pipe gaskets, also fix the Half Doors to Chassis, with M8x16 bolts and Rubber 

gaskets 

 

 



 

STEP 13. Windshield in this way below, to be fixed withφ 32 Clamps, M6x20 Inner 

Hexagon flat bolts, and M6 Hexagon flange nuts 

 

 

 



STEP 14. Battery is fixed in Battery box, red Heading Lights wire to positive, black 

Heading Lights wire to negative, with Battery pin. At last Driver seat is fixed on 

slideway, Passenger seat is fixed on its position, with M8 Hexagon flange nuts. Seat 

Belt is fixed with its bolts and nuts, to Rear Joint Pipe  

 

 



 

  

 




