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一、基本条件 

1、EPS ASSY, ECU ELECTICAL CONTROLLER, LOWER SHAFT 

COMP. OF STEERING, STEERING DEVICE ASSY. 
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一、基本条件 

序号 CODE NAME QTY NOTE 

1 324320001 EPS ASSY 1 

2 172710093 ECU ELECTICAL CONTROLLER 1 

3 324260002 STEERING DEVICE ASSY 1 

4 324270002 LOWER SHAFT COMP 1 

5 380140044 BOLT M10*50*1.25 4 转向器安装STEERING DEVICE INSTALL 

6 381100009 SCREW Φ6.5×Φ16 30 覆盖件安装 PLASTIC COVER INSTALL 

7 380590045 PIN d=3.2_L=30 2 转向球绞 STEERING BALL 

EPS PARTS DETAILS 
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一、基本条件 

2、FRAME MUST BE NEW STYLE FRMAE 

STEERING INSTALLATION PLATE MUST BE THE SAME AS LEFT PIC SHOW,IT CAN INSTALL EPS. IF IT IS 
THE SAME AS RIGHT PIC SHOW,EPS CAN NOT INSTALL 
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一、基本条件 

2、FRAME MUST BE NEW STYLE FRAME 

STEERING INSTALLATION PLATE MUST BE 8 HOLES AS LEFT PIC SHOW,IT CAN INSTALL EPS. IF THE 

STEERING PLATE IS 4 HOLES AS RIGHT PIC SHOW,IT CAN NOT INSTALL EPS 



5 

一、基本条件 

3、ALL CABLES SHOULD BE WITH ROTATION RATE,SPEED SIGNAL 

TERMINAL & POWER INPUT TERMINAL 

SPEED,ROTAT

ION RATE 

SIGNAL 

POWER 

INPUT 
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二、车辆拆卸 

1、DISASSEMBLE STEERING WHEEL 

1、DISASSEMBLE STEERING WHEEL DECORATION COVER；2、DISASSEMBLE  M12 NUT 3、

DISASSEMBLE STEERING WHEEL 

NOTE: HIT ON THE STEERING WHEEL BY RUBBER HAMMER BEFORE DISASSEMBLY,THEN  PULL 

OUT THE STEERING WHEEL 
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二、车辆拆卸 

2、DISASSEMBLE WHEEL 

1、DISASSEMBLE 8PCS M10 NUTS 

2、DISASSEMBLE LEFT & RIGHT WHEEL 
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二、车辆拆卸 

3、DISASSEMBLE STEERING BALL JOINT 

1、DISASSEMBLE PIN 2、DISASSEMBLE  NUT 3、DISASSEMBLE  GASKET 4、PULL 

OUT STEERING BALL JOINT 
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二、车辆拆卸 

4、DISASSEMBLE PLASTIC COVER 

1、DISASSEMBLE AIR GUIDE SLEEVE COMP. 

 2、DISASSEMBLE SPEEDOMETER BOARD 

AIR 
GUIDE 
SLEEVE 
COMP 

SPEEDOMETE

R BOARD 
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二、车辆拆卸 

4、DISASSEMBLE PLASTIC COVER 

DISASSEMBLE LEFT & RIGHT LOWER FENDER 
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二、车辆拆卸 

5、DISASSEMBLE STEERING  

1、DISASSEMBLE M*25 BOLT 

 2、DISASSEMBLE M10*20*1.25 BOLT 

1 

2 
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二、车辆拆卸 

6、DISASSEMBLE LOWER SHAFT COMP. OF STEERING 

1、DISASSEMBLE M8*25 BOLT 2、PULL OUT LOWER SHAFT 
COMP. OF STEERING 

1 

2 
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二、车辆拆卸 

7、DISASSEMBLE STEERING DEVICE ASSY. 

1、RISE UP THE VEHICLE 

2、DISASSEMBLE 4PCS M10*35*1.25 BOLTS FROM THE BOTTOM OF VEHICLE  



14 

三、EPS装配 

1、INSTALL STEERING DEVICE ASSY. 

INSTALL 4PCS M10*50*1.25 BOLTS （45～55N.m） 



15 

三、EPS装配 

2、INSTALL EPS 

FASTENING THE EPS BY M10*20*1.25 BOLTS （45～55N.m) 
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三、EPS装配 

3、INSTALL LOWER SHAFT COMP. OF STEERING 

1、INSERT THE LOWER SHAFT COMP. OF STEERING INTO THE INPUT SHAFT COMP.OF STEERING, 

FASTEN BY M8*25(30-35N.m) BOLT 

2、INSERT THE LOWER SHAFT COMP. OF STEERING INTO THE OUTPUT SHAFT COMP.OF 

EPS,FASTEN BY M8*25 M8*25(30-35N.m) BOLT 

3、FASTEN THE ADJUSTING POSTION BOLT(30-35N.m) 

Note:  THE ADJUSTABLE JOINT IS UPPER SIDE 



17 

三、EPS装配 

4、INSTALL ECU ELECTICAL CONTROLLER 

1、INSTALL ECU BY M6*12 BOLT ON THE FRAME （8～12N.m） 

2、CONNECT ALL THE  THERMINALS 
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三、EPS装配 

5、INSTALL THE STEERING BALL JOINT 

1、INSTALL STEERING BALL JOINT 2、INSTALL NUTS   3、INSTALL PIN 
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三、EPS装配 

5、INSTALL STEERING BALL JOINT 

THE MARKING LINE ON THE STEERING DEVICE ASSY. SHOULD BE KEPT THE SAME LINE 
DURING INSTALLING STEERING BALL JOINT 



20 

三、EPS装配 

6、ASSEMBLE THE PLASTIC COVER 

1、ASSEMBLE SPEEDOMETER BOARD 2、ASSEMBLE AIR GUIDE SLEEVE COMP. 

ALL TERMINALS MUST CONNECT AFTER FINISHING THE SPEEDOMETER ASSEMBLY 
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三、EPS装配 

7、ASSEMBLE PLASTIC COVER 

ASSEMBLE LEFT & RIGHT LOWER FENDER 
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三、EPS装配 

8、ASSEMBLE WHEEL 

1、ASSEMBLE LEFT & RIGHT WHEEL 

 2、FASTEN 8PCS M10 NUTS(45-55N.m) 
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三、EPS装配 

9、ASSEMBLE THE STEERING WHEEL 

1、ASSEMBLE THE STEERING WHEEL 2、FASTEN M12 NUTS(62-78N.m) 

 3、ASSEMBLE THE STEERING WHEEL DECORATION COVER 
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四、调整测试 

1、TOE-IN ADJUSTMENT 

1、THE DIRECTION KEEP ON THE HORIZONTAL POSITION 
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四、整车测试 

1、TOE-IN ADJUSTMENT 

2、KEEP WHEEL AHEAD 
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四、整车测试 

1、TOE-IN ADJUSTMENT 

3、RELEASE THE DUST HOOP 
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四、整车测试 

1、TOE-IN ADJUSTMENT 

4、ADJUST THE LENGTH OF LEVER 

5、LET A-B=10mm. SHOW IN THE PIC 

6、FASTEN THE NUT(30-35N.m) 
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四、整车测试 

2、TEST WHOLE VEHICLE AFTER ASSEMBLY 

VEHICLE RUN  AT LEAST 5MIN, THEN CHECK THE FOLLOWING 

① SPEEDOMETER 

② 2-4 DRIVE FUNCTION 

③ LIGHT,HORN ETC. 

④ STEERING WHEEL 

⑤ OPERATION OF TURN 

⑥ EPS 

⑦ VEHICLE RUN STRAIGHT OR NOT 




